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INSTALLATION INSTRUCTIONS 

INK RIBBON CARTRIDGE RE-INKER 
FOR TermiNet 340 LINE PRINTER FAMILY 




unscrew cap and retain 
jnFor future use. for stub- 
' ■'born caps.,use socket in 
bottom of ribbon car- 
tridge. 



rear locking tab 



tilt rear of re-inker 

down to insert wick INTOf^ 

rear cartridge hole 



KEEP FRONT TAB ABOVE 
FRONT CARTRIDGE HOLE 
WHILE INSERTING WICK // 



FRONT TAB LATCHING SPRING 
IN FRONT CARTRIDGE HOLE 



FRONT LOCKING TAB 



PLH-7001 



©LOWER FRONT OF RE-INKER 
TO DROP TAB INTO FRONT 
CARTRIDGE HOLE 





LOWER RE-INKER INTO POSITION 
ON LEFT END OF INK RIBBON 
CARTRIDGE BY TILTING BOTTOM 
OF RE-INKER INWARD 



CAUTION 



PLH-7003 



ALWAYS REMOVE-' RE-INKER BEFORE 
REMOVING INK RIBBON CARTRIDGE OR 
SHIPPING PRINTER. REPLACE CAP 
TIGHTLY OVER WICK BEFORE SHIPPING 
OR STORING RE-INKER. 



"Trademark, General Electric Company, USA 

5 Copyright General Electric Company, USA 1976 



o 



The information contained herein does not purport to cover all details or variations in equipment nor to provide for every possible contingency 
to be met in connection with installation, operation, or maintenance. Should further information be desired or should particular problems arise 
which are not covered sufficiently for the purchasers purposes, the matter should be referred to General Electric Company USA 
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